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ASK AN ENGINEER
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Call NOW to order Summer Rebuild Kits for
your N-5 and N-8 gable top packaging
machines so you can optimize their
performance during peak season!

Evergreen Packaging Service for the installation
of your OEM Parts.

For a limited time, receive 10% off the list
price on select OEM rebuild kits to complete
those important filler rebuild projects during
the upcoming summer months. These are some
of the kits you might need:
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Infeed
Bottom Folding/Sealing
Outfeed
Constant Rotation Shaft
Conveyor Chains/Wear Strips
Lower Fill
Top Breaker/Top Seal

Turn to page 4 for the full list of discounted
rebuild kits and prices.
Order now at evergreenparts@everpack.com or
800-553-5981 to ensure timely delivery and to
take advantage of special prices good through
May 31, 2021.
When you have a confirmed date for parts
delivery, call 800-331-6083 to schedule
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PARTS DISCOUNTS
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Take advantage of these huge discounts on overstocked parts. The part numbers and prices in red
may have been further reduced from previous discounts. To order, make sure you ask for the
surplus/obsolete price. Stock is limited to the quantities shown, so order now!
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MACHINE TRAINING
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Let our trainers show you how to keep your
Evergreen filler properly maintained for top
performance and long life.
Training can be held at the Evergreen Cedar
Rapids facility or at your own plant. Also ask
about in-plant training using our N-8 fill
system or SPOUT-PAK® training stands.
To request training for a specific filler model,
please contact Mike at 1-800-331-6083 or
michael.tisdale@everpack.com.



For the most up-to-date training school
information, visit evergreenpackaging.com.
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• PN 6511404. This sensor is programmable
through buttons on the side to have a range
from 1 to 6 in.
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The 18-mm diameter barrel-shaped photoeye
sensor with a standard M12 connector is
common in the industry. It offers flexibility in
mounting and comes in a variety of styles. Its
purpose is to sense an item in front of it.
Variations of this sensor are used in several
places on many of Evergreen's machines.
There are different applications where it is
important to sense objects at different
distances. In certain instances, only a shortrange sensor is desired. For example, when
looking for the presence of a spout cap, the
sensor needs to see either a cap or a hole in the
carton. But it is important not to see the far
wall of the carton and return a false positive.
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In other applications, a greater distance is
needed. There are places on the machine where
the sensor needs to be located further back for
physical reasons. In this case, a longer-range
sensor is needed.
Evergreen offers replacement fixed sensors in
the different ranges as well as a programmable
sensor. The advantage of a fixed range is that
no setup is required by maintenance staff.
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The photoeye sensor called out in your parts
book is the one originally installed on the
machine. However, you may find that a
different sensor works better in your particular
application. All of these sensors are interchangeable, allowing you to find the best fit for
your needs. The sensors are IP67K rated and
are designed to be installed in locations that are
sprayed down.
Be aware that these sensors do not have a
pigtail on them. When replacing an older
sensor that has a pigtail, if there is not enough
slack in the cable, it will be necessary to order
1-ft extension cable PN 6511144 along with the
new sensor.
I hope this information provides some
assistance. If you have questions about this or
any other issue, don’t hesitate to “Ask An
Engineer.”
- Jim Goranson
N-8/Spout Engineer
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• PN 6511762. This sensor has a fixed 2-in.
(50-mm) sensing range.
• PN 6511143. This sensor has a fixed 4-in.
(100-mm) sensing range.
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Do you want a reliable and cost effective filling
solution for your Eco-Pak production? Then
look to Evergreen’s high speed N-8 which
forms, fills and seals up to 20,400 cartons per
hour. Used in School food service, vending
machines and single serve or multi-pack juices,
milk, and other similar products, this machine
handles 4 oz to 10 oz (125 to 300ml) cartons.
The N-8’s Allen Bradley PLC driven touch
screen controls are straightforward, easy to use

and include features for maintenance/
diagnostics.
Depend on a reliable machine. More than 200
Evergreen N-8’s are installed worldwide. N-8’s
have filled billions of Eco-Pak cartons. As this
pandemic is hopefully behind us soon, school
milk production will ramp back up, and you
will want to be ready to handle this volume. For
more information on the N-8 machine, please
contact your local Evergreen sales specialist.
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