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ASK AN ENGINEER

:K\'R,+DYH+LJK+\GURJHQ3HUR[LGH
5HVLGXDO/HIWLQ0\&DUWRQV"
of H2O2 is clean and not contaminated,
and the transfer pump is only used for
H2O2. Do not use filters when
transferring from the bulk container to
• The spray nozzles should be rebuilt at 1the machine reservoirs.
month intervals to ensure proper
• High residuals can result from droplets
performance.
of either condensation or auto-sanitize
• Damage to the air cap, where the center
liquid in the cartons when the H2O2 is
tip is bent or not centered in the nozzle
applied. Liquid droplets containing
end, will cause an errant spray; the spray
H2O2 will not dry out in the sterilization
pattern may be directed to the side and
chamber,
causing high residual readings.
not straight down. This will result in
droplets of H2O2 forming on the side of • When testing for residual, use distilled
water. It is advisable to check a carton
the carton which does not dry out in the
that has not been treated with H2O2 to
sterile heater chamber.
verify the test water does not give a false
• Gas bubbles in the system can cause
residual reading.
surging or periods where there is no
• Surging of the H2O2 spray into the
liquid spray (when bubbles are passing
carton can be caused by a blockage in
through the nozzle). The gas bubbles are
the system. This can be from the hose in
typically caused by the H2O2 reacting
the H2O2 pump or from a fitting that has
with contaminants or stainless steel
been overly tightened causing a
fittings and components in the system.
restriction.
To reduce contaminants in the system,
Cont on page 2
purge the system using distilled water
while running the H2O2 pumps at a high
rate of speed. This should be done at
least weekly. The H2O2 liquid reservoirs
should also be rinsed with distilled
water weekly. Ensure the bulk container
There are a number of conditions that can
cause high H2O2 residual readings. Here
are some things to look for:
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PARTS DISCOUNTS

6XUSOXV2EVROHWH'LVFRXQWV
Take advantage of these huge discounts on overstocked parts. The part numbers and prices in red
may have been further reduced from previous discounts. To order, make sure you ask for the
surplus/obsolete price. Stock is limited to the quantities shown, so order now!
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range of in. wc. If blower pressure drops
below the minimum in. wc, there will be
• Check that the atomizing air supply to
insufficient air flow to adequately dry
the H2O2 nozzle is adjusted to the
the H2O2 in the sterile heat chambers.
recommended level defined in your
I hope these suggestions provide some
machine’s operators manual. Pressure
set either too high or too low can cause assistance. If you have questions about this
larger droplet size to form on the side of or any other issue, don’t hesitate to “Ask An
the cartons, resulting in high residuals. Engineer.”
• The sterile heaters should be adjusted to
the recommended levels defined in your
machine's operator's manual. Verify the
HEPA blower pressure from the #1
blower reading is within the prescribed
Cont from page 1
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